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 STANDARDS

GENERAL NOTES

The final top four inches of soil in any right-of-way area.disturbed by fhe
Contractor must be capable of supporting vegetation. - The soil must be from the
A horizon (zero to 2 deep) of soil profiles of local soils.

All Borrow/Waste/Use sites must be approved by the Department prior to removing
any material from the project or initiating any earthmoving activities,
including temporary stockpiling outside the limits of construction.

The Contractor shall seed all disturbed areas within the project limits.

Seeding Class 4 or 2A shall be used, except in front of. properties where the
grass will be mowed, then use Seeding, Class 1 - Class 2A shall be used on
front slopes and ditch bottoms. Class 4 shall be used behind Type A gutter, on
all backslopes and areas behind the backslope, and beyond the toe of front
slope on fill sections without ditches. This work will be included in the

contract unit price per Cubic Yard for CONCRETE REMOVAL.

Fertilizer shall be applied to all disturbed areas and Incorporated into the
seedbed prior to seeding or placement ‘of sod at the rate specified in Sections
250 and 252 of the Standard Specifications. This work shall be included in the
cost of CONCRETE. REMOVAL. IS ‘

Mulch Method II shall be applied over. all seeded agreas. This shall be included
in the cost of the CONCRETE REMOVAL.

At bridge expansion jeints, if temporary expansion joint bulkheads are aftached
to adjacent deck slabs or abutments for SUpporf, the Contractor shall cut the
attachments as soon as the concrete has set to prevent joint damage due to
horizontal contraction or expansion.

The Contractor shall be responsible for protecting utility property during
construction operations as outlined in Article 107.31 of the Standard
Specifications, A minimum of 48 hours advance notice is required for
non-emergency work. The JULIE number is 800-892-01Z3.

One Changeable Message Board shall be placed at the tops of the hills
approaching the bridge in each direction a minimum of two weeks prior to
the start of construction notifying motorists of impending lane closures.
Once construction begins the message boards should warn motorists

of traffic signals ahead.
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